


FLS-230A

Visual Fault Locator

/~ SPECIFICATIONS *

~ ORDERING INFORMATION

Model

-

Operation mode CwW
Power output b
high (dBm) (typical) -0.4 Model =
Emission wavelength (red) (nm) 650+ 10
\ Range (km) (typical) Upto 5 / Connector =

/  GENERAL SPECIFICATIONS

~

FLS-230A-XX
s

U25 = Universal 2.5 mm

/STANDARD ACCESSORIES

/

User guide, AC adapter/charger, built-in NiCd batteries, 9 V alkaline batteries,
carrying case, protective holster, shoulder strap and Certificate of Compliance.

NOTES
a. At room temperature.

b. Measured at output of instrument,
using a multimode fiber (62.5/125 mm).

IEC 60825-1: 1993 + A1: 1997
21 CFR 1040.10 AND 1040.11

LASER RADIATION

DO NOT STARE INTO BEAM
CLASS 2 LASER PRODUCT
650 =10 nm, Poyt maximum: 1 mW

QsT2398

-

=

[ =

\ Example: FLS-230A-U25 /
Size (HxWxD) 22.7cmx12cmx6cm (8 7/8inx43/4inx2 1/4in)
Weight
unit 075k . / BELLCORE PRODUCT CODE N
Enipping M2 51k (GL2I1b} Model CPR#t ECI# CLEI#
[eperatiis FLS-230A 674408 682325 LGTE92C3AA
operaing  ~10°C to 40°C (14°F 10 104 °F) N J
storage -30°C to 60 °C (=22 °F to 140 °F)
Power Built-in NiCd batteries 20 hours (CW) or 27 hours /SlX WAYS TO USE A VISUAL FAULT LOCATOR \
(1 Hz), 14 hours recharging; 9 V alkaline batteries,
L 7 extra hours; AC adapter/charger for continuous use.

Detects breaks in
OTDR dead zone.

Highlights sharp bends
where losses occur.

mechanicallfusion splices.

Optimizes

f=—o

J]%i:

Detects defective
connectors.

Ensures end-to-end
fiber identification
in multifiber cables.

Detects major scratches
on connector surfaces.

/" PRODUCT SELECTION GUIDE

Choosing the right wavelength for your applications is

important. The 635 nm and 650 nm

(wavelength options), have different properties. Each wavelength has its own merits and should be selected in light of its intended purpose.

Model Number

Wavelength/Features

Applications

Selection Criteria

Comments

FLS-240 635 nm

* Short distances

* Appears approximately six times

* Has the brightest appearance

(Ask for a separate
data sheet)

* Excellent visibility

* Highest attenuation

* Universal 2.5 mm or
1.25 mm connector

« Fault location at, or near
the launch point
» OTDR front-end dead zone

brighter than 670 nm at launch point

* Light intensity will decrease more

rapidly along the fiber

* Best short-range visibility/price ratio

FLS-230A
(Ask for a separate
\ data sheet)

650 nm
« Very good visibility
* Moderate attenuation

« All applications
* Both short and long ranges

* Optimized for high visibility
and distance range

« Best overall performance
* Provides the most flexibility

Rugged Handheld Solutions

OPTICAL
—OLTSs

— Power meters
= Light sources

b o ) Talk sets

COPPER ACCESS
— ADSL/ADSL2+,
SHDSL, VDSL test sets

—VolIP and IPTV test sets
= Ethernet test sets
= POTS test sets

— OTDRs
—OLTSs
= ORL meters

Platform-Based Solutions

OPTICAL FIBER

= Variable attenuators

DWDM TEST SYSTEMS
—OSAs
= PMD analyzers

— Chromatic
dispersion analyzer

TRANSPORT AND DATACOM

= Next Generation SONET/SDH and OTN testers
= SONET/DSn (DS0 to OC-192) testers
— SDH/PDH (64 kb/s to STM-64) testers

=T1/T3, E1 testers

— 10/100M and Gigabit Ethernet testers

— Fibre Channel testers
— 10 Gigabit Ethernet testers

EXPERTISE REACHING OUT

RMERRELR)IFRAF

HR44: enquiry @ rootscomm.com.cn

Rik: www.rootscomm.com.cn

ROOTS Communication Equipment (Beijing) Co.,Ltd.
LR X % E %55 mEH.O0508% 100015

HiE: +86-10-64382686
fEH: +86-10-64382703
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